
SMALL TANKER MAKES 
LIGHT WORK OF INNER  
CITIES
Edincare Drains, based in the UK, is using our powerful and compact RioCom. Director 
Andy Simpkins says the addition of the RioCom has brought immediate benefits.
“85% of our work is inside the M25,” he says. “The new tanker is superb for working in 
London. Being a 7.5-tonne unit means we can work anywhere in the city, including the 
ULEZ zone, without restriction.”

“The size of the unit also means we’re able to easily park outside homes and businesses 
without having to double park as we would with a larger tanker. This obviously causes 
fewer issues from neighbours and passing traffic.”

He says they have also been impressed with the power of the RioCom, even when parking 
a distance from the site. “Most of our work is in basements and we recently cleared a 
chamber, with a base that was approximately 10m from finished floor level. The overall 
hose length was 49m from the tanker and it handled it comfortably.” 



Rioned specializes in the design of compact, high-quality jetting/vacuum combination units for 
emptying grease traps, wells and flooded basements, as well as the cleaning of heavily polluted 
drains and sewers. Our combination units are often used where larger vehicles struggle to gain 
access. Using smaller vehicles also has considerable economic benefit with much lower  
operational costs. Rioned offers a series of concept vehicles which can be easily configured  
with a range of useful options.

Jetting/Vacuum 
Cleaning 
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Ideal for use in parking garages

JETTING/VACUUM CLEANING

SUCTION TRAILER
POWERFUL AND MANOEUVRABLE

2.100 LITRES NETTO CAPACITY
The robust Rioned suction trailer is made to empty flooded cellars, severely polluted  
sewers, septic tanks and wells. With a total height of just under 1.95 metres, this double 
axle trailer is also suitable for use in parking garages. The thermal immersion tank has 
a net volume of 2,100 litres, more than enough for the majority of jobs. With an empty 
weight of approximately 1,450 kgs, the total weight of the trailer and its contents in normal 
use remains below the permitted load of 3,500 kgs.

UNDER THE HOOD
Under the hood of the motor pump/compartment, we find a 2 cylinder, 20 HP Honda 
Engine driving the powerful Jurop PNR 73 vacuum pump. This pump has a suction  
capacity of 425m3 per hour (7,200 litres per minute) and is suitable for continuous 
operation. The discharge mode on the pump helps to empty the tank. A double float ball 
in the tank and a siphon prevent dirt particles from entering the pump. The housing of the 
motor and pump protect against dirt and weather influences. A muffler on the exhaust 
minimizes the volume of noise generated during work.

FULLY OPENING REAR COVER
The rear cover is fitted with a 3” inlet, a 3” outlet and three sight glasses to determine the 
liquid level. The tank can be opened completely for cleaning and the removal of solids. 
With 25 metres of 2.5” hose on the suction reel, the machine is ready for action. On 
one side of the trailer, an open storage box provides room for the two 3” hoses that are 
supplied as standard; on the other side you will find a lockable storage box for storage of 
tools.

P

2,100 litres

1,450 kgs
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TECHNICAL SPECIFICATIONS 

Frame Double-axle trailer, max load 3,500 kgs

Dimensions (lxwxh) 4,380 x 1,854 x 1,875 mm

Empty weight Ca. 1,450 kgs

Tank capacity 2,100 litres

Waste water level 
indicator

3" sight glasses

Tank material Steel

Tank opening Fully opening rear door, manual

Connections 3” inlet, 3” outlet

Motor/drive Honda air-cooled petrol engine  
(15kW / 20 hp)

Vacuum pump Jurop PNR73 (7.200 lpm, 425 m3/
hour, 0.8 bar suction / 0.49 bar 
pressure)

Suction reel 25 metres 2.5” suction hose,  
manually operated

Control On the engine

Storage Lockable storage boxes, open hose 
storage boxes

Safety Worklight, beacon and LED warning 
lights optionally available

Standard  
accessories

2 x 3 metres 3” suction hose, 1 x PE 
suction pipe, toggle spanner for  
opening and closing the tank

 2,100 litres netto capacity
 Fully-opening rear cover
 Powerful vacuum pump for continuous use
 Lockable storage box
 Suction reel with 25 metres hose
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JETTING/VACUUM CLEANING 

UNICOM
COMPACT AND LIGHTWEIGHT, SUITABLE
FOR ALMOST EVERY COMMERCIAL VEHICLE
COMPLETELY CUSTOM MADE
Its contemporary design makes this machine a real jack-of-all-trades, perfectly suited for 
all kinds of high-pressure and suction cleaning work in city centres, parking garages and 
other difficult-to-reach places. House connections, sewers, grease traps and street wells 
can be efficiently unblocked and cleaned with the UniCom. You can have this modular 
UniCom combination unit completely customised with any of the available options, based 
on the specifications and options you require.

ONTO, IN OR BEHIND THE VEHICLE
The design of the UniCom makes it easy to install on 4.5t and larger chassis cabs such as 
the Nissan Cabstar, Renault Maxity, VW Crafter, Mercedes Sprinter or Iveco Daily. The  
UniCom can also be mounted on a trailer or in an enclosed service van. Thanks to its 
limited size, the UniCom moves nimbly through busy city traffic.

MANY POSSIBILITIES
The UniCom has a 1,500 litres tank with a 1,000 litres waste and 500 litres clean water 
compartment or in a different configuration if required. The UniCom can be equipped with 
many options and accessories: from a radio remote control system to a hydraulically- 
operated suction hose reel; the choice is yours. 

You can opt for a basic version with petrol engine and a simple canopy over the engine 
and pump compartment or a standard version with diesel engine and completely  
enclosed engine- and pump compartment. All components are easily accessible for 
maintenance. The tank is galvanised, but it can also be spray-painted in any desired 
company colour.

COMPLETE PACKAGE
Whatever version you choose, the UniCom is ready to get the job done in a professional 
manner. A reliable petrol or diesel engine in combination with a top-quality high-pressure 
and suction pump. The rear hatch swings all the way open to enable you to empty and 
clean it. The slanted discharge partition ensures that little or no waste remains behind. 

Two suction hoses, including couplings,  
60 m x NW 13 high-pressure hose and two 
jet nozzles make the package complete.

Basic UniCom model with suction reel

P

P

Max 300 mm

Max 450 mm

Optional

7 or 9-channel

500 / 1,000 litres

500 / 1,000 litres

4.5 / 5.5 T

4.5 / 5.5 / 7.5 T

UniCom, basic version

UniCom, standard version

STAGE V

STAGE V
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TECHNICAL SPECIFICATIONS

Basic version Standard version

Chassis Trailer, 4.5 or 5.5 tons Trailer, 4.5, 5.5 of 7.5 tons

Dimensions (lxwxh) 3,000 x 1,740 x 1,450 (excluding chassis) 3,000 x 1,740 x 1,450 (excluding chassis)

Empty weight From 1,200 kgs (depending on chassis) From 1,200 kgs (depending on chassis)

Tank capacity 1,500 litres (500 litres clean / 1,000 litres waste) 1,500 litres (500 litres clean / 1,000 litres waste)

Movable partition No No

Waste water level 
indicator

3” sight glasses 3” sight glasses

Tank material Steel Steel

Tank opening Fully opening rear door, manual Fully opening rear door, manual

Connections 3” inlet, 3” outlet 3” inlet, 3” outlet

Motor/drive Honda petrol (18 kW / 24 hp) Kubota diesel D1105 (18.5 kW/25 hp)

HP pump
Rioned/Speck

140 bar / 60 lpm
200 bar / 45 lpm

2000 psi / 13 gpm
3000 psi / 10 gpm

140 bar / 60 lpm
200 bar / 45 lpm

2000 psi / 13 gpm
3000 psi / 10 gpm

Pump protection Run-dry protection with overrun possibility Run-dry protection with overrun possibility

Vacuum pump MEC 5000 (capacity 5.000 lpm, 300m3/hour, 0.8 bar suction /  
0.49 bar pressure) or GD SLS54V, air-cooled, oil-lubricated 
(capacity 5.400 lpm, 300m3/hour, 0.8 bar suction / 0.49 bar 
pressure)

GD SLS54V, air-cooled, oil-lubricated (capacity 5.400 lpm,  
300m3/hour, 0.8 bar suction / 0.49 bar pressure)

HP hose reel 60 metres NW 13, 180˚ swivelling 60 metres NW 13, hydraulically-driven, 180˚ swivelling

Suction reel Optional 25 metres 2.5” suction hose, handmatig or hydraulically-driven

Filling reel Optional 35 metres NW 19 filling hose

Motor and pump 
housing

Cover Fully enclosed housing

Control Rioned eControl Rioned eControl+

Remote control RioMote 7-channel remote control system optional RioMote 7 or 9-channel remote control system optional

Storage Storage for hoses underneath the tank Storage boxes on both sides of the tank

Safety Worklight, beacon and LED warning lights optionally available Worklight, beacon and LED warning lights optionally available

Standard 
accessories

Nozzles, 2 x 3 metres 3” suction hose Nozzles, 2 x 3 metres 3” suction hose

Options RioPulse pulsator system, RioMeter hose meter counter, anti-freeze 
system, additional outlet, additional storage space depending on 
chassis

RioPulse pulsator system, RioMeter hose meter counter, anti-freeze 
system, additional outlet, additional storage space depending on 
chassis

Standard model with ample storage space

 2700 pivoting high-pressure hose reel
  Suitable for all types of vehicle
  High-performance engine
  1,500 litres tank partitioned according to 

your requirements
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NARROW STREETS
The new Rioned UrbanCombi combination unit is developed for working in height  
restricted areas and narrow city streets. This small combi unit is also well suited for use 
on difficult terrain and in rural areas.

UNDERGROUND CAR PARKS
Because the total height of the car is less than 1.85 m, the UrbanCombi is ideal for use in 
parking garages.

FOUR-WHEEL DRIVE
Despite its compact size, the UrbanCombi is very suitable for cleaning both horizontal and 
vertical pipes and for draining grease traps or small septic tanks. It is a versatile vehicle 
which, thanks to the permanent 4-wheel drive, can also access the most inaccessible 
places.

ALUMINUM TANK
To reduce the weight of the vehicle, the 1,200 litres tank and lockable toolboxes are all
manufactured using durable aluminum. The tanks has an 800 litres wastewater and 400
litres clean water compartment. It has fixed supports to neatly stow lengths of suction
hose. The tank has a 3” inlet and 3” outlet valve. The suction hose reel is equipped with 
25 metres of 2” suction hose.

PERFORMANCE
Don’t be misled by its size! The UrbanCombi has two powerful pumps to get the job done.
The P45 high-pressure pump delivers pressures up to 320 bar, allowing the operator to
clean vertical pipes from the ground up. The GD SLS54V vacuum pump offers a massive
suction capacity of 325 m3/hour, similar to that of many larger combination units.

JETTING/VACUUM CLEANING

URBANCOMBI
THE NEW URBAN JETVAC COMBINATION UNIT
THAT GOES WHERE OTHERS CAN’T

Max 450 mm

7-channel

400 / 800 litres

3.2 / 3.5 T

eControl+ control panel
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  Mini JetVac unit ideal for restricted- 
access applications

  Robust 3.2 tons 4-wheel drive 
Ford Ranger chassis

  Aluminum tank with 1,200 litres total 
capacity

  Height under 1.85 metres for 
underground parking access

  Powerful high-pressure and vacuum 
pumps

TECHNICAL SPECIFICATIONS 

Chassis 3.2 tons Ford Ranger, 4-wheel drive

Dimensions (lxwxh) 5,500 x 1,950 x 1,850 mm

Empty weight Ca. 2,870 kgs (including chassis)

Tank capacity 1,200 litres  
(400 litres clean / 800 litres waste)

Movable partition No

Waste water level 
indicator

3” sight glasses

Tank material Aluminium

Tank opening 4" inspection valve

Connections 3" inlet, 3" outlet

Motor/drive PTO

HP pump
Rioned/Speck

320 bar / 46 lpm 
250 bar / 60 lpm 
180 bar / 75 lpm

4600 psi / 10 gpm
3600 psi / 13 gpm
2600 psi / 17 gpm

Pump protection Run-dry protection with overrun 
possibility

Vacuum pump GD SLS54V, air-cooled, oil-lubricated 
(capacity 5.400 lpm, 300m3/hour,  
0.8 bar suction / 0.49 bar pressure)

HP hose reel 80 metres NW 13, hydraulically-driven, 
180˚ swivelling

Suction reel 25 metres 2” suction hose,  
hydraulically driven

Filling reel 35 metres NW 19 filling hose optional

Control Rioned eControl+

Remote control RioMote 7-channel remote control 
system

Storage Lockable storage boxes on both sides 
of the tank

Safety LED warning lights

Standard acces-
sories

Nozzles, spray gun with lance,  
suction hose

Options RioPulse pulsator system, RioMeter 
hose meter counter, 18” alloy wheels, 
camera system
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Cleanwater
400Ltr.

Flashlights
E-Control

HP hose reel
hydraulic driven
80mtr NW 13 

Supply hose reel
manuel 35mtr NW19

Suction hose reel
hydraulic driven
25mtr NW50

Vacuumtank
800Ltr.

HD pump

Vacuumpump
SLS54

Toolbox

Toolbox

Toolbox

Outlet 3"

Inlet 3"
Hose storage

Inspection lid
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JETTING/VACUUM CLEANING

RIOCOM 7.5 T
ALLROUND JETVAC FOR DAILY USE
POWERFUL CONCEPT
The RioCom is Rioned’s affordable alternative to large combination units, ideal for  
contractors working in congested city centres. It is compact, manoeuvrable and designed 
for everyday use at a low operational cost. The powerful high-pressure Speck, pump in 
combination with the enhanced suction pump, clears the most stubborn  
blockages and easily cleans grease traps, wet wells, pump stations and flooded  
basements. The RioCom is a true single-resolution vehicle for the drainage industry and 
has immediate availability.

TANK
This combination unit has a split 3,000 litres tank compartment - 2,000 litres waste and 
1,000 litres clean water - with an interconnecting valve to allow both tanks to be filled 
with clean water for large descaling or jetting tasks. The tank has a fully opening rear door 
with hydraulic, swivelling jetting hose reel, a 3” inlet and a 4” outlet, as well as a sludge 
tank level indicator. The added suction hose reel with 17m of 3” suction hose is directly 
connected to the tank for immediate operation.

SINGLE-PERSON OPERATION
The radio remote system allows the vehicle’s engine, both pumps and the revs to be 
controlled from a distance by a single person. The unique eControl+ system, with clear 
LCD screen, provides operators system information at a glance. An easy-to-use jog-wheel 
guides users quickly through a clear menu system with all machine functions available 
at a single click. The integrated LED lights indicate current machine status with functions 
displayed including working hours, engine RPM, run dry protection, eco function, service 
intervals and various temperature and liquid level warnings. 

STORAGE 
The RioCom incorporates comprehensive storage possibilities, enabling contractors to 
carry additional equipment. Based on customer feedback, additional secure, shuttered 
doors have been added, with the cabinets along both sides providing enough capacity for 
PPE, an inspection camera and all the tools required to carry out the most demanding 
jobs.

VERSATILITY
The RioCom offers great versatility and was developed for use in built-up areas and  
locations where larger vehicles may struggle to gain access. Despite its compact design, 
the unit houses two very powerful pumps that can operate simultaneously. In some cases 
no additional driving licence requirements are needed.

CLEAN AND GREEN
The base vehicle of the RioCom is a Mitsubishi Fuso Canter 7C18 chassis with EURO-6 
turbo-charged, direct-injection engine. The new unit has been built to meet new emission 
standards by featuring a PTO (Power Take-off) drive that uses power from the vehicle 
engine to operate the pumps. With the introduction of ultra-low emission zones (ULEZ) 
across major European cities, the RioCom has full European type approval and is ULEZ 
ready.

Max 650 mm

9-channel

1,000 / 2,000 litres

7.5 T

STAGE V
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  Powerful pumps that operate  
simultaneously

  3,000 litres tank with fully opening door
  Suitable for all cleaning operations in 

built-up areas
  Plenty of secure storage space for  

PPE and tools
  ULEZ (ultra-low emission zone)  

compliant

TECHNICAL SPECIFICATIONS 

Chassis 7.5 tons Mitsubishi Fuso Canter 7C18

Dimensions (lxwxh) 6,260 x 2,080 x 2,488 mm

Empty weight 4,816 kgs

Tank capacity 3,000 litres  
(1,000 litres clean / 2,000 litres waste)

Movable partition No

Wastewater level 
indicator

Mechanical level indicator

Tank material Steel

Tank opening Fully opening rear door, manual

Connections 3” inlet, 4” outlet, 2” fixed hydrant 
connection

Motor/drive PTO

HP pump
Rioned/Speck

150 bar / 100 lpm
200 bar / 72 lpm

2250 psi / 22 gpm
3000 psi / 16 gpm

Pump protection Run-dry protection with overrun 
possibility

Vacuum pump Jurop PNR83, air-cooled, oil-lubricated 
(capacity 8.200 lpm, 492m3/hour,  
0.8 bar suction / 0.49 bar pressure)

HP hose reel 80 metres NW 13, hydraulically-driven, 
180˚ swivelling

Suction reel 17 metres 3”, or 25 metres 2.5”  
suction hose

Filling reel 50 metres NW 19 filling hose

Motor and pump 
housing

Fully enclosed housing

Control Rioned eControl+

Remote control RioMote 9-channel remote control 
system

Storage Storage cabinets with roller doors on 
both sides of the tank, hose storage 
boxes

Safety LED warning lights, reflectors, side 
protection

Standard  
accessories

Nozzles, spray gun with lance,  
suction hose

Options RioPulse pulsator system, RioMeter 
hose meter counter, anti-freeze system
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JETTING/VACUUM CLEANING

FLEXCOM
THE VERSATILE JET/VAC COMBINATION UNIT

FLEXCOM: HIGHLY VERSATILE
The Rioned FlexCom has been designed for use in built-up areas and in locations where 
larger vehicles struggle to gain access. The FlexCom is available with a range of options, 
mounted on a 7.5t Mitsubishi Fuso Canter or even a 10 or 12t Mercedes-Benz, DAF or 
MAN chassis. 

FLEXIBLE CAPACITY
The FlexCom has a tank with a 3,500 or 3,750 litres capacity, depending on the chosen 
chassis. It can be supplied with a sliding partition to allow the capacity of the clean water 
or wastewater sections of the tank to be adjusted. The hydraulic cylinder allows you to 
move the partition to your preferred position.

EFFECTIVE STORAGE SPACE
The FlexCom has been designed to ensure perfect weight distribution, resulting in stable
road handling. This allows you to carry more water without compromising on space.  
It comes with large storage compartments on either side of the vehicle for storing  
accessories, suction hoses and other tools.

USER-FRIENDLY REELS
The suction reel is connected directly to the tank and the 2 1/2” suction hose can be
coiled and uncoiled using the hydraulic system. This feature allows the vehicle to be
parked some distance from where you are working. The RioMote radio remote control 
system allows one person to operate the machine with ease from a distance. The pivoting 
high-pressure reel provides optimum ergonomics and ease of use. The reel features a 
new hose guide system (optional) and can pivot 180°. The control panel pivots with the 
reel, ensuring the best operating height and angle at all times.

VACUUM PUMP
The FlexCom is equipped with a high-performance, air-cooled, oil-lubricated SLS54V
vacuum pump as standard. The pump has a suction capacity of 5,400 lpm (325 m3

per hour). Several pump upgrades are available. 

Max 650 mm

9-channel

3,500 or 3,750 litres

7.5 / 10 / 12 T

FlexCom on a MB Atego chassis

Movable partition for capacity increases, 
only for Flexcom 10 or 12 tonnes.

STAGE V
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  Gross vehicle weight of 7.5, 10 or 12 tonnes
  Hydraulically-adjustable partition (optional)
  Compact dimensions and lightweight
  Suitable for all cleaning operations in  

built-up areas

TECHNICAL SPECIFICATIONS 

Chassis 7.5, 10 or 12 tons

Dimensions (lxwxh) 6,580 x 2,080 x 2,500

Empty weight From 4,800 kgs  
(depending on chassis)

Tank capacity 3,500 or 3,750 litres  
(depending on chassis)

Movable partition Optional

Waste water level 
indicator

2 long-sight glasses

Tank material Steel

Tank opening Fully opening rear door, manual or 
hydraulic

Connections 3” inlet, 4” outlet, 1” fixed hydrant 
connection

Motor/drive PTO

HP pump
Rioned/Speck

160 bar / 130 lpm
200 bar / 72 lpm

2300 psi / 29 gpm
3000 psi / 16 gpm

Pump protection Run-dry protection with overrun 
possibility

Vacuum pump GD SLS54V, air-cooled, oil-lubricated 
(capacity 5.400 lpm, 300m3/hour, 
0.8 bar suction / 0.49 bar pressure) or 
Jurop PNR83, air-cooled, oil-lubricated 
(capacity 8.200 lpm, 492m3/hour,  
0.8 bar suction / 0.49 bar pressure)

HP hose reel 80 metres NW 13, hydraulically-driven, 
180˚ swivelling

Suction reel 25 metres 2.5” or 3” suction hose, 
hydraulically-driven

Filling reel 35 metres NW 19 filling hose

Motor and pump 
housing

Fully enclosed housing

Control Rioned eControl+

Remote control RioMote 7 or 9-channel remote control 
system

Storage Toolboxes with hose storage boxes 
on top

Safety Worklight and LED warning lights 
optionally available

Standard  
accessories

Nozzles, spray gun with lance,  
suction hose

Options RioPulse pulsator system, RioMeter 
hose meter counter, RioSpindel hose 
guide, anti-freeze system, remote 
controlled pneumatic valve


